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Hippo Clamp Dimensions

Code Colour Code
Size Range 

(mm)
Band Width 

(mm)
 101HIP12 Blue 12.0 – 13.0 8

 101HIP14 Red 14.5 – 16.0 8

 101HIP15 Gold 15.0 – 16.5 8

 101HIP16 Green 16.5 – 18.0 8

 101HIP17 Purple 17.0 – 18.5 8

 101HIP18 Blue 18.0 – 19.5 8

 101HIP19 Red 19.5 – 20.5 8

 101HIP20 Purple 20.0 – 22.0 8

 101HIP21 Blue 21.5 – 22.5 8

 101HIP22 Gold 22.0 – 23.0 8

 101HIP23 Green 23.0 – 23.5 8

 101HIP26 Purple 26.5 – 28.0 8

 101HIP27 Red 27.0 – 28.0 8

 101HIP28 Gold 28.5 – 30.0 8

 101HIP36 Green 35.0 – 36.0 9

101HIPTOOL2 Toro Hippo Clamping Tool 

Hippo Clamps

Clamping Tool

HIPPO CLAMPS

For use in all LD Poly and Drip tube systems in 
securing tube to barbed fittings.

FEATURES & BENEFITS
• Manufactured from 304 Grade Stainless Steel 

• Secure latch system ensures a positive lock first 
time, every time

• Smooth edges to prevent tube/fitting damage

• Each clamp is uniquely colour-coded for quick and 
easy identification

• UV stabilised and corrosion resistant

• One-hand installation and removal makes the
job easy

• Specifically designed Hippo Tool allows for quick 
and easy one-hand operation

• Band Width

- 101HIP12-101HIP28: 8 mm

- 101HIP36: 9 mm

• Wide range of clamps available to suit OD’s from 
12 mm to 36 mm

Applications
Highly suited for commercial, subsurface drip 
and high value crops where irrigation is critical.

Note: To determine the Hippo Clamp best suited to your installation, 
insert fitting into the tube and then measure the outside diameter of 
the tube. For optimum performance, the outside diameter should be no 
larger than the recommended clamping range of the selected clamp.

SPECIFICATIONS
TO INSTALL:

Step 1:

Slide Hippo Clamp over tube and 
into position. Apply Hippo Clamp 
Tool Jaws (3) to the retainer (1) 
and into the latch (2) on the Hippo 
Clamp.

Step 2:

Squeeze the handles of the Hippo 
Clamp Tool together until the latch 
‘locks’ over the retainer. Release the 
Hippo Clamp Tool and remove.

TO REMOVE:

Step 1:

Apply the Hippo Clamp Tool Jaws 
(3) to the retainer (1) and into the 
latch (2) on the Hippo Clamp.

Step 2:

Squeeze the handles of the Hippo 
Clamp Tool together and lift the 
latch (2) over the retainer (1) to 
unlock the clamp. Release the 
Hippo Clamp Tool and remove.
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