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Ordering Information
Code Description

PR4012 Worm Drive 'SS' 8-12 mm Clamping Range

PR4016 Worm Drive 'SS' 10-16 mm Clamping Range 

PR4022 Worm Drive 'SS' 12-22 mm Clamping Range 

PR4027 Worm Drive 'SS' 16-27 mm Clamping Range 

PR4032 Worm Drive 'SS' 20-32 mm Clamping Range 

PR4040 Worm Drive 'SS' 25-40 mm Clamping Range 

PR4045 Worm Drive 'SS' 30-45 mm Clamping Range 

PR4050 Worm Drive 'SS' 35-50 mm Clamping Range 

PR4060 Worm Drive 'SS' 40-60 mm Clamping Range 

PR4070 Worm Drive 'SS' 50-70 mm Clamping Range 

PR4080 Worm Drive 'SS' 60-80 mm Clamping Range 

PR4090 Worm Drive 'SS' 70-90 mm Clamping Range 

PR4100 Worm Drive 'SS' 80-100 mm Clamping Range 

PR4110 Worm Drive 'SS' 90-110 mm Clamping Range 

PR4120 Worm Drive 'SS' 100-120 mm Clamping Range 

CND-2 Flexidriver Tool - to suit PR Worm Drive Clamps

TRIDON WORM DRIVE CLAMPS

FEATURES & BENEFITS
• Ideal for commercial and heavy duty applications 

• Non-perforated band for maximum durability

• Technically advanced design improves sealing 
capability 

• Easy to install using the Flexidriver tool

• Rolled edges and smooth underside prevents hose 
damage and delivers superior sealing

• Range of clamps to suit OD’s from
8 mm to 120 mm

• Clamp width 9 mm

Applications
The PR worm drive range provides superior 
design and proven reliability. Ideal for commercial 
applications, PR worm drive clamps are designed for 
maximum sealing capability.

Flexidriver tool to suit the 
worm drive clamp

Worm Drive 
ClampSPECIFICATIONS

All clamps are manufactured with 304 Stainless 
Steel for superior corrosion protection

Construction material
-Band – 304 stainless steel
-Housing – 304 stainless steel
-Screw – 304 stainless steel (with plating)
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