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Performance Data Adjustable Flood Bubbler Nozzle
Pattern Model No. kPa Lpm

100   6.32

360° Flood 514-20 125   7.14

150   7.84

175   8.38

200   8.93

225   9.28

250   9.65

275 10.20

500 SERIES BUBBLERS

Performance Data Adjustable Stream Bubbler

Model 
Number

Stream 
Patterns

100 kPa 150 kPa 200 kPa 250 kPa 300 kPa

Flow 
(Lpm)

Radius 
(m)

Flow 
(Lpm)

Radius 
(m)

Flow 
(Lpm)

Radius 
(m)

Flow 
(Lpm)

Radius 
(m)

Flow 
(Lpm)

Radius 
(m)

512-30 4/60° 6.72 2.5 8.30 3.1 9.59 3.3 10.71 3.7 11.81 4.2

514-30 6/60° 8.38 2.1 10.27 2.5 11.89 3.0 13.3 3.2 14.67 3.5

SPECIFICATIONS
Operating Specifications and Features
Operating Pressure Range:

• Flood: 100-520 kPa (15-75 psi)
• Stream: 70-520 kPa (10-75 psi)

Maximum Pressure: 520 kPa (75 psi)

Flow Rate:
• Flood: 6.4-10.2 Lpm
• Stream: 6.7-14.7 Lpm

Inlet: 15 mm (½”) female thread

Attaches directly to risers

Radius adjusts up to 50%

Warranty Period
2-Years

500 Series Bubblers Model List
Code Description

511-30 90° Arc, Stream Bubbler

512-30 180° Arc, Stream Bubbler

514-30 360° Arc, Stream Bubbler

516-30 180° Arc, 2-stream Bubbler

514-20 Universal Flood Bubbler

500 Series Stream and Flood Bubblers, ideal for plant beds, shrubs and 
small trees.

FEATURES & BENEFITS
Downward Spray
Ensures water is direct towards tree roots and low landscaped 
plants.

Wide Range
Available in four fixed arc stream models or an adjustable flood 
bubbler model
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