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ROTOR MAX™ MIDI SPRINKLERS

ROTOR RAIN™ MINI SPRINKLERS

FEATURES & BENEFITS

FEATURES & BENEFITS

• Easily taken apart for servicing

• Dual outlet sealed spinner enhances performance

• Nozzle options are coloured to identify flow

• Spinner and nozzle constructed from UV stabilised acetal

• Frame constructed from polypropylene

• Break-off spray deflector for close in watering of 
young trees.

• Full flow flipper suspended between two bearings for 
reliable performance.

• Constructed from UV stablized material;
Frame – acetal, Flipper – nylon, Nozzle – acetal

Excellent single sprinkler distribution. Smooth rotation, robust 
design, durable construction. The standard sprinkler has a black 
colour coded 25° trajectory spinner.

Low trajectory with large droplets. Robust, 
reliable and accurate

SPECIFICATIONS

SPECIFICATIONS
Applications
Greenhouses, vegetables and
under tree watering.

Technical Data
Operating Pressure: 100-300 kPa

Radius Range: 5.5 - 7.0 m (model dependent)

Flow Rate: 300 - 975 Lph (model dependent)

Inlet: 1/2” Male Thread

Applications
Vines, row and tree crops such as nuts, citrus and apples. 

Technical Data
Operating Pressure: 100-250 kPa

Radius Range: 1.8 - 6.5 m (model dependent)

Flow Rate: 30 - 430 Lph (model dependent)

Inlet: 3/8” Male Thread	 or

          1/2” Male Thread
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ROTOR RAIN™ PLUS MINI SPRINKLERS

FEATURES & BENEFITS
• Anti-insect spinner design

• Colour coded bases for easy identification

• Snap-off deflector tab for young trees

• UV Stabilised material: Frame – acetal, Base-acetal, 
Flipper-nylon

A high performance and featured range of mini sprinklers with a 
profiled double frame to maximise water distribution.

SPECIFICATIONS
Applications
Suitable for orchards, row crops, smaller vegetable plots, 
greenhouses and nurseries.

Technical Data
Operating Pressure: 100-250 kPa

Radius Range: 1.8 - 5.5 m (model dependent)

Flow Rate: 22 - 379 Lph (model dependent)

Inlet: 3/8” Male Thread or 1/2” Male Thread

ROTOR RAIN™ PLUS PC SPRINKLERS

FEATURES & BENEFITS
• Pressure compensating for consistent output with varying 	
   inlet pressures

• Aerofoil frame profile for strenght and distribution 		
   uniformity

• Snap-off deflector tab for young trees

• Suespension hole for trellis applications 

• Frame constructed from polypropylene

Ensures even performance across all sprinklers on the same lateral 
line, providing uniform application of water, fertiliser, and chemicals 
over long rows and uneven terrain. 

SPECIFICATIONS
Applications
Suitable for Orchards and row crops where 
input pressure varies or terrain is undulating.

Technical Data
Recommended Operating Pressure: 150-450 kPa

Radius Range:  2.35 - 4.0 m (model dependent)

Flow Rate:  23 - 136 Lph (model dependent)

Inlet: 3/8” Male Thread
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ROTOR SPRAY™ MINI SPRINKLER

FEATURES & BENEFITS
• “C” Frame design for strength and distribution uniformity

• Full flow flipper suspended between two bearings

• Inverted model incorporates special dust cover to 
protect bearing

• UV Stabilised material: Frame – acetal, Base-acetal, 
Flipper-nylon

Durable and reliable with excellent distribution uniformity. Vari-Rotor 
Spray™ can be adjusted to reduce volume of flow and radius of throw.

SPECIFICATIONS
Applications
Suitable for vegetables, ornamentals, landscaped gardens, 
commercial tree and vine crops.

Rotor Spray™

Inverted Rotor Spray™

Vari-Rotor Spray™Technical Data
Recommended Operating Pressure: 100-200 kPa

Radius Range: 2.6 - 4.0 m  (model dependent)

Flow Rate: 31 - 175 Lph (model dependent)

Inlet: 10-32 UNF thread, 4 mm
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Spectrum 360™
4 mm Barb

Vari-Jet™

180° fan
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SPRAY JETS

FEATURES & BENEFITS

FEATURES & BENEFITS

• Adjustable flow including shut-off

• Removable cap for easy cleaning

• Three inlet connection options

• Vari-Jets™ available in three spray patterns.

• Cap and base made from UV stabilised Acetal

• Valve adjusts radius of throw and reduces flow

An adjustable full circle vortex spray jet with fine water 
droplets. Flow and coverage can be altered by rotating the cap.

SPECTRUM 360™ JET

VARI-JET™

SPECIFICATIONS

SPECIFICATIONS

Applications
Suitable for a variety of landscape, nursery, 
pot plant and garden watering.

Applications
Home gardens and landscaping.

Dimensions
Dimensions Assembled Barb Thread Spike

Height 26 mm 26 mm 137 mm
Width 20 mm 20 mm 42 mm

Depth 16 mm 16 mm 16 mm
Weight (approx) 1.7 g 2.1 g 5.5 g

UV Stabilised Base polypropylene acetal polypropylene
Material Cap polypropylene polypropylene polypropylene

Deflector acetal acetal acetal

Base / Connection Barb 4 mm 10-32 UNF Barb 4 mm
Type: Inlet Thread 4 mm

Spectrum 360™ Spike
4 mm Barb

Spectrum 360™
4 mm Thread

Technical Data
Recommended Operating Pressure: 

Radius Range: 0 - 4.1m  (model dependent)

Flow Rate:  0 - 130 Lph (model dependent)

Inlet: 10-32 UNF thread, 4 mm

Technical Data
Recommended Operating Pressure: 100 - 200 kPa

Radius Range: 1.4 - 1.8 m  (Fully Open)

Flow Rate:  55 - 78 Lph (Fully Open)

Inlet: 10-32 UNF 4 mm thread or 4mm barbed

A range of spray jets that incorporate a valve to adjust watering 
coverage and application

Vari-Jet™

360° x 18 hole 
fan
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SPRAY JETS cont.

FEATURES & BENEFITS

FEATURES & BENEFITS

• Winged base with 4mm “Quick” thread for rapid 
and easy installation

�• No tools required

• Choice of three spray patterns – 360°, 180°, 90°

• Four colour coded flow rates

• Constructed from acetal

• Five optional spray patterns.

• Winged base for easy hand installation.

• No separate tools required.

• Colour coded bases for flow rate identification.

• Caps feature a snap ring which firmly engages the base.

• Cap and base constructed from acetal

• Effective performance at low pressure (100 kPa)

Two piece jets with precise watering patterns, suited 
to a wide range of applications including home and 
landscaped gardens, horticultural and viticultural crops.

Economical fan spray jet for effective watering.

WINGED™ - SINGLE PIECE SPRAY JET

MICRO SPRAY JETS

SPECIFICATIONS
Applications
Suitable for home and landscaped gardens 
and horticultural applications.

Performance 360˚
40˚

(2x20˚)
Mist 90˚ 180˚

*Min. Opening Size 0.5 mm 1.4 mm 1.2 mm 1.5 mm 1.5 mm
Base Colour  

& Orifice Size
Press.

kPa
Flow
Lph

Diameter of Throw
m

Radius of Throw
m

Yellow

0.36mm

50 13 1.0
100 18 0.8
150 22 0.9
200 25 0.8
250 28 0.8

Blue

1.0mm

50 22 2.6
100 33 4.8
150 42 5.6
200 49 5.8
250 56 5.8

Green

1.3mm

50 36 4.7 1.4 1.5
100 54 6.4 2.2 2.0
150 68 7.0 2.6 2.3
200 80 7.2 2.0 2.5
250 91 7.6 3.1 2.7

Shaded data indicate a change in performance from spray to mist.

Performance 360° 180° 90°

Colour 
Orifice

Pressure
kPa

Flow
Lph

Diameter
m

Radius of Throw
m

Blue
1.0 mm

50 25 1.6 0.8 1.1
100 35 2.0 1.0 1.4
150 43 2.4 1.2 1.7

Green
1.5 mm

50 48 2.0 1.0 1.3
100 70 2.4 1.2 1.6
150 88 2.8 1.5 1.9

Black
1.7 mm

50 62 2.4 1.2 1.6
100 90 2.8 1.5 1.9
150 113 3.2 1.8 2.2

Red
1.9 mm

50 77 2.5 1.4 1.8
100 110 3.0 1.7 2.1
150 134 3.4 2.0 2.4

360°
Mist Jet

Yellow Base

360°
x18 Hole

Green Base

180°
Fan

Green Base

90°
Fan

Green Base

Strip Spray
40° (2x 20°)
Blue Base

SPECIFICATIONS

Technical Data
Recommended Operating Pressure: 50 - 150 kPa

Flow Rate: 24 - 115 Lph (model dependent)

Inlet: 4 mm ‘Quick’ thread

Applications
Suitable for home and landscaped gardens 
and horticultural applications.

Technical Data
Recommended Operating Pressure: 50 - 250 kPa

Flow Rate: 31 - 175 Lph (model dependent)

Inlet: 4 mm ‘Quick’ thread
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REUZIT® PRODUCTS

FEATURES & BENEFITS
Low Operating Pressure
Low pressure requirements are ideal for recycled water 
sump pumps.

Lilac Coloured
Effluent Lilac coloured components for easy identification of 
recycled water.

Debris Clog Resistance
All ReuZit® emitters have a large orifice to reduce risk of 
clogging.

Wide Range
Wide range of spray types and trajectories to suit various 
applications.

ReUzit® range of products designed for domestic and small 
commercial Aerobic Treatment Systems (ATS) and recycled 
water systems.

Ordering Information
Code* Description

10141095 ReuZit DownSpray Assembly w/ 400 mm Tube & Adaptor

10119066 ReuZit DownSpray Replacement Spray

10142005 ReuZit Bubbler Assembly w/ Stake, 4 mm Tube & Adaptor

10140595 ReuZit FlatSpray Assembly w/ 400 mm Tube & Adaptor

10120615 ReuZit FlatSpray Replacement Spray

10140585 ReuZit Sprinkler Assembly w/ 13 mm Inlet Stake

10121575 ReuZit Sprinkler Replacement 1/2” BSPM
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SPECIFICATIONS
Applications
Designed for domestic and small commercial Aerobic Treatment 
Systems (ATS). Localised watering of trees and shrubs on mulched 
areas
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REUZIT® PRODUCTS cont.

ReuZit Performance Chart

Pressure
kPa

ReuZit DownSpray Assy ReuZit FlatSpray Assy ReuZit Sprinkler Assy

Tested at 0.2 m above ground Tested at 0.2 m above ground Tested at 0.2 m above ground

Flow (Lph) Diameter (m) Flow (Lph) Diameter (m) Flow (Lph) Diameter (m)

30 70 0.5 150 1.3 275 2.6

40 85 0.5 170 1.4 335 3.1

50 96 0.6 195 1.7 380 3.4

60 105 0.6 215 2.2 420 3.9

70 113 0.6 230 2.6 455 4.3

80 121 0.6 245 2.6 490 4.5

90 129 0.6 260 2.6 520 4.6

100 136 0.7 270 2.6 550 4.7

Specifications

DownSpray
Assy

FlatSpray
Assy

Sprinkler
Assy

Sprinkler
1/2” BSPM

UV Stabilised
Materials

Frame Acetal Acetal Poly Poly

Nozzle Acetal Acetal Poly Poly

Deflector - Acetal - -

Spinner - 0 Poly Poly

Sprinkler & - Poly - -

Stake Poly Poly Poly -

Tube PVC PVC - -

Adaptor Acetal Acetal Poly -

Base Inlet Type Barb 4mm Barb 4mm Barb 4mm Barb 4mm
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