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SPEARS MANIFOLDS AND FITTINGS

FEATURES & BENEFITS
• Body – all PVC construction

• Pressure Rating: 1034 kPa at 23°C

• O-ring sealed swivel connections – require no 
thread sealant and allows hand tight assembly for 
positive seal

• 25 mm male and female BSP threads

Applications
Two, three and four port manifolds for use in 
residential automatic 25 mm control systems.

Ordering Information
Code Description

MA0101-010-2-A 2 Port Manifold

MA0101-010-3-A 3 Port Manifold

MA0101-010-4-A 4 Port Manifold

MA0101-010BT-A Tee Swivel x MBSP x Swivel

MA0602-010BT-A Elbow MBSP x Swivel

MA0603-010-A Elbow Swivel x Swivel

MA2004-010BT-A Cross Swivel x MBSP x Swivel x Swivel

MA2903-010-A Coupling Swivel x Swivel

MA2907-010BT-A Coupling Swivel x MBSP

MA2908-010-A Coupling Swivel x Slip

MA4800-010-A Spears Cap FBSP

MA8306-010BT-A O’ Ring Nipple MBSP x MBSP

MA-214-A O’ Ring Suit Spears Swivels

B-218-A O’ Ring Suit Spears Nipples

MA0101-010BT-A

MA2908-010-A

MA2004-010BT-A

MA0602-010BT-A MA0603-010-A MA2907-010BT-AMA2903-010-A

MA0101-010-3-A MA0101-010-2-AMA4800-010-A

MA8306-010BT-A
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