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ROTOR MAX™ MIDI SPRINKLERS

ROTOR RAIN™ MINI SPRINKLERS

FEATURES & BENEFITS

FEATURES & BENEFITS

• Easily taken apart for servicing

• Dual outlet sealed spinner enhances performance

• Nozzle options are coloured to identify flow

• Spinner and nozzle constructed from UV stabilised acetal

• Frame constructed from polypropylene

• Break-off spray deflector for close in watering of 
young trees.

• Full flow flipper suspended between two bearings for 
reliable performance.

• Constructed from UV stablized material;
Frame – acetal, Flipper – nylon, Nozzle – acetal

Excellent single sprinkler distribution. Smooth rotation, robust 
design, durable construction. The standard sprinkler has a black 
colour coded 25° trajectory spinner.

Low trajectory with large droplets. Robust, 
reliable and accurate

SPECIFICATIONS

SPECIFICATIONS
Applications
Greenhouses, vegetables and
under tree watering.

Technical Data
Operating Pressure: 100-300 kPa

Radius Range: 5.5 - 7.0 m (model dependent)

Flow Rate: 300 - 975 Lph (model dependent)

Inlet: 1/2” Male Thread

Applications
Vines, row and tree crops such as nuts, citrus and apples. 

Technical Data
Operating Pressure: 100-250 kPa

Radius Range: 1.8 - 6.5 m (model dependent)

Flow Rate: 30 - 430 Lph (model dependent)

Inlet: 3/8” Male Thread	 or

          1/2” Male Thread
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ROTOR RAIN™ PLUS MINI SPRINKLERS

FEATURES & BENEFITS
• Anti-insect spinner design

• Colour coded bases for easy identification

• Snap-off deflector tab for young trees

• UV Stabilised material: Frame – acetal, Base-acetal, 
Flipper-nylon

A high performance and featured range of mini sprinklers with a 
profiled double frame to maximise water distribution.

SPECIFICATIONS
Applications
Suitable for orchards, row crops, smaller vegetable plots, 
greenhouses and nurseries.

Technical Data
Operating Pressure: 100-250 kPa

Radius Range: 1.8 - 5.5 m (model dependent)

Flow Rate: 22 - 379 Lph (model dependent)

Inlet: 3/8” Male Thread or 1/2” Male Thread

ROTOR RAIN™ PLUS PC SPRINKLERS

FEATURES & BENEFITS
• Pressure compensating for consistent output with varying 	
   inlet pressures

• Aerofoil frame profile for strenght and distribution 		
   uniformity

• Snap-off deflector tab for young trees

• Suespension hole for trellis applications 

• Frame constructed from polypropylene

Ensures even performance across all sprinklers on the same lateral 
line, providing uniform application of water, fertiliser, and chemicals 
over long rows and uneven terrain. 

SPECIFICATIONS
Applications
Suitable for Orchards and row crops where 
input pressure varies or terrain is undulating.

Technical Data
Recommended Operating Pressure: 150-450 kPa

Radius Range:  2.35 - 4.0 m (model dependent)

Flow Rate:  23 - 136 Lph (model dependent)

Inlet: 3/8” Male Thread
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