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Specifications

Type Order 
Code

Dimensions Assembled UV Stabilised Materials Base/
Connection 

Type
H (mm) L (mm) W (mm) Weight 

approx.
Body Knob Stem Cover

Vari-Flow™ Valve Barb x Barb 4.5 mm 10142155 4.5 mm 21 40 15 2.5 g Acetal HDPE - - Barb 4.5 mm

Vari-Flow™ Valve Thread x Thread 4.0 mm 10142115 4.0 mm 21 40 15 2.5 g Acetal HDPE - - 10-32 UNF 
Thread 4 mm

Green Back Valve 13 mm (Shank OD 12.6 mm) 10145505

13 / 14 / 
15 / 16 

mm
40 81 28 18 g Acetal – Polypropylene Acetal Barb

Green Back Valve 14 mm (Shank OD 14.0 mm) 10145575

Green Back Valve 15 mm (Shank OD 14.6 mm) 10145555

Green Back Valve 16 mm (Shank OD 15.7 mm) 10145515

 Purple Back Valve 13 mm (Shank OD 12.6 mm) 10146505

 Purple Back Valve 14 mm (Shank OD 14.0 mm) 10146575

 Purple Back Valve 15 mm (Shank OD 14.6 mm) 10146555

 Purple Back Valve 16 mm (Shank OD 15.7 mm) 10146515

Green Back Valve 18 mm (Shank OD 17.6 mm) 10145565

18 / 19 / 
21 mm 60 100 41 49 g Acetal - Polypropylene Acetal Barb

Green Back Valve 19 mm (Shank OD 19.0 mm) 10145525

Green Back Valve 21 mm (Shank OD 20.8 mm) 10145535

 Purple Back Valve 18 mm (Shank OD 17.6 mm) 10146565

 Purple Back Valve 19 mm (Shank OD 19.0 mm) 10146525

 Purple Back Valve 21 mm (Shank OD 20.8 mm) 10146495

Green Back Valve 25 mm (Shank OD 25.0 mm) 10145545
25 mm 71 124 53 81 g Acetal - Polypropylene Acetal Barb

 Purple Back Valve 25 mm (Shank OD 25.0 mm) 10146545

Green Back Valve 13 mm Barb x ¾" BSPM 10146605
13 / 14 

mm 44 81 28 22 g Acetal - Polypropylene Acetal ¾" BSPM 
Thread x BarbPurple Back Valve 13 mm Barb x ¾" BSPM 10146705

Purple Back 14 mm Barb x 3/4" BSPM 10146775

Green Back® Valve 19 mm Barb x 3/4" BSPM 10146695 19 mm 60 103 41 53 g Acetal Polypropylene Acetal ¾" BSPM 
Thread x Barb

Vari-Flow™  
thread × thread

Vari-Flow™  
barb × barb

Green Back™  
Valve

Threaded Green  
Back™ Valve

Threaded Purple  
Back™ Valve

IN-LINE VALVES

On-off device to control the water flow in low pressure 
irrigation systems.

FEATURES & BENEFITS
• Simple on-off operation and straight through flow

• Operating pressure range up to 300 kPa

• Green Back® cap for standard irrigation applications

• Purple Back® cap for recycled water applications

• UV stabilised materials for long life

Applications
Secondary zone water diversion and flow control. Always 
install as an in-line valve with tubes connected to both inlet 
and outlet.
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Toro In-line Polypropylene Valves are a staple in every 
irrigation system, perfect for residential and landscape 
use to control water flow or flush the line.

IN-LINE VALVES

FEATURES & BENEFITS
Easy to Use
Lubricated ergonomic handle allows easy and quick use.

Built to Last
UV Stabilised body and handle ensures longevity for 
product.

Multiple Applications
Ideal for isolating areas of gardens, controlling water flow 
or flushing systems at the end of the irrigation line.

Secure Fit
Barbed Inlet and Outlet easily secured using Poly Ratchet 
Clamps or Toro Hippo Clamps.

Ordering Information
Code Description

TF13IT 13 mm Barbed in Line Tap

TF1320IT 13 mm Barbed x 20 mm BSPM In Line Tap

TF19IT 19 mm Barbed In Line Tap

TF19IT 25 mm Barbed In Line Tap

Toro 25 mm In-Line Barbed
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Applications
Secondary zone water diversion and flow control. Always 
install as an in-line valve with tubes connected to both inlet 
and outlet.

SPECIFICATIONS

Technical Data
Max Operating Pressure: up to 300 kPa

Suits: 13, 19 and 25 mm O.D tube (model dependent)


